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A meeting was held on October 15, 1892 at 7 00 am between EG&G and HNUS technical
= L staff to resolve unanswered questions regarding the proposed wash-up station The
,ﬂg‘“zt-ié_‘g > technical questions were resolved, subject to management review Those present were
HNUS-Brian Sheets, Ron Hill, EG&G-Leon Collins, Richard Norton The following are
directions to HNUS regarding instaliation and operation of the wash-up station
1 The proposed location on 750 pad immediately north of the Batch Tanks (4,56 &
7) installation 1S acceptable EG&G program management must approve any change
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in location prior to erection
_ASSIFICATION
2 The capactty of the proposed wash-up containment s required to be no less than
e eight (8) empty half-crates with braces insialled  HNUS to ensure that RCRA
SFIDENTIAL volume requirements for the containment are met
“ORIZED CLASSIFIER 3 HNUS s to include in the operating procedures filling of the crates and decant of
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fluid from the crate bladder as discussed with ZG&G ensuring no insult to the
environment or personnel during cperations
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4 Erection of the enlarged containment 1s approved 10 begin as soon as practical with
the following program requirements

a. The presence of an EG&G RFP I1s necessary to morutor decant operations
The presence of an RPT for filling the crates 1s not a requirement if the
installation actually erected equals that which was described in the meeting

b HNUS to develop a plastic sleeve arrangement over exposed ends of pipes
and hoses used in the operation as discussed

c. The RCM operating instructions (QOl's) are to be modified by HNUS to
require the HNUS person in charge of the pad operation to verify that no
less than the usabie volume of four haif-crates (152 cubic feet) 1n the
wash station containment is immediately available for wash-up purposes
before beginning any startup of the RCM

d. HNUS 1s to develop a procedure or calculation to ensure that the weight of a
filed waste crate from the wash station cannot exceed 4700 lbs maximum
fark truck hifting weight hmit prnior 10 bewing placed on a weight scale

e HNUS personnel are to operate the filing and decant operations

f EG&G personnel are to provide emoty half-crates with liners and bladders
installed per EG&G procedures for the containment station

g EG&G personnel are to remove from the contamnment the filled and closed
half-crates in accordance with EG&G procedures

h HNUS will update the GA and P&ID drawings to reflect the location and
arrangement of the proposed wash-up station HNUS will also show the
location of the last and final emergency RCM dump system to be located
adjacent to the RCM descnbed in the meeting This must be done pnor to
erection

! HNUS will prepare operating instructions and description of conditions that
would require operation of the final emergency dump system located
adjacent to the RCM These may be included in the draft operating
instructions currently under review
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J Based on our understanding of the system, as of this date, level D PPE s
expected to be the requirement for the personnel to operate this system.
EG&G will review the installation and operating instructions when
completed and make a formal determination at that time in accordance with
provisions of the SSH&ASP

k EGAG will determine whaose personnel are to effect crate closure and the
requirements for crate closure in the wash-up containment

! Support for the half-crates shall not load the curb of the 750 pad

m. Funds for this effort must be included in the HNUS estimate and avaiable
funding prior to any HNUS expenditures

If you have any questions, please direct your calls to S R Keith on 966-3883
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E. M. Lee

Program Manager

Solar Ponds Remediation Program
EG&G Rocky Flats, Inc
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